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1. In view of the questions raised in Mr. Goldmark' s letter 
to Ray Monti and Guy Tozzoli (Reference 02) concerning the asbestos 
problems which ,may be encountered when opening up ceilings to install 
new sprinklers, Mr. Urinyi has retrieved from the files Reference #1 
for orienting all parties to the "asbestos" climate in April and May 
1970. please note there were originally 16 attachments to Reference #1 
which wer e not attached to our tx ie copy ana which we believe are not 
germane to - Che forthcoming sprinkler contracts. 



2* Reference #1 does not contain any data on where the change- 
over was made from Type D (asbestos) to Type D-CF (asbestos-free) fire- 
proofing and floor number at change-over. 

3. Using the Construction inspector's dally narrative reports, 
we have tied down the limits of asbestos (Type D) to the following floors 
and locations : 


Tower A (1 WtfC) - Exterior Wall Framing - 1st thru 39th floor incl. 

Floor Framing . - 1st thru 30th floor incl. 

Tower B (2 WTC) - Exterior Wall Framing - Hone 
Floor Framing - None 


Subgrade within both Towers - Levels Bl thru B6 - Tower A only 

A. In view of problems encountered during the recent installa- 
tion of sprinklers in the GSA building Reported by Mr. Goldmark) it might 
be prudent to avoid hanging sprinkler pipes from beams or trusses and 
use inserts shot into the slab to avoid disturbing "green" over spray on 
Floors 1 thru 30 in 1 WTC. We do not believe any sprinkler piping will 
be hung from the exterior columns or spandrels and existing fireproofing 
on Floors 1-39 in 1 WTC need not be disturbed at exterior wall. 




Lester S. 

.Asst. Construction Manager 
The World Trade Center 
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